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After a period of non-use, the air-conditioner can build up residue and create a bad smell. This 
Ambro-Sol spray was born specifically to clean and purify dirt and nauseating odor of automo-
bile air-conditioners.  This product can also be used on home and office units. 

 

 

 

 

 

  

 

 

 
 

 

 

  

Technical Specifications: 

Barcode EAN: 8034108891736 

Quantity 400 ml 

Box 12 Pz. 

Aspect Tin-plate can containing under pressure fluid 

Color Trasparent 

Odour Caratteristic of solvent 

Relative density  a 20°C 0,59 ÷ 0,63 g/ml 

Flash point und. 0° C extremely flammable 

Pressure at 20°C 4/6 bar 

Formulated for not oxidate new electronic sensors in the car air conditioners. 

Air conditioners sanitizer 400 ml (A461) 

 

AIR CONDITIONERS SANITIZER - Cleaning spray for air conditioners and air conditioning systems 

(not just auto). It removes dirt and odors, leaving the system refreshed. A great maintenance prod-

uct you can use in the car, home and office. 60 cm/24in straw provided. 

MODALITY OF STORAGE 
Before using: stock the product in a dry location and don’t stock it with a temperature under 5°C and over 45°C, after the use, keep containers closed. In the original 

package, the product can be conserved for 24 months (warranty). The product doesn’t expire. 

After the first usage: conserve in a fresh and dry location, away from hot spring.  Keep out of reach of children. 

 

This information, even if reliable, must be considered only approximate. We are not responsible for the wrong use of the product, or the violation of any license.  Before 

using, the users should verify the suitability of the product for its specific use. 

How to use: 
1. Turn off motor and air conditioner.  
2. Attach the 60 cm straw to the can and insert in one of the dashboard vents 
3. Spray and withdraw the straw 
4. If it’s necessary repeat the operation.  
5. If possible, remove the pollen filter and spray the treatment in the outside air 
intake. Wait about 15 minutes. Open all the car doors, start the engine and the 
air conditioner with the fan at its maximum position for at least 10 minutes. 

BEFORE USE, CONSULT THE SAFETY DATA SHEET OF THE PRODUCT. 
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